
 

 
 
 
 
 
 
 
 
Jumbo Drywall Partitions 
 
Components 
 
Internal Framework 
The internal framework shall consist of floor and ceiling track with vertical Lafarge 
Ridgeback Studs. The Lafarge Floor Track shall be firmly screwed or shot fixed to the 
floor. The top track (Galvanised), shall be fixed to the Lafarge ceiling grid or roof 
structure. When fixing to other solid surfaces the top track shall be mechanically 
screwed or shot fixed. 
 
Doorframes 
Doorframes shall be Lafarge Residential Fire, premade of steel or the wooden type if 
preferred. 
 
Panels 
Tapered edge Jumbo® Plasterboards of thickness 12.0mm for 30 minute or 15.0mm 
Jumbo® Plasterboard for 60 minute (fixed to the vertical studs by means of drywall 
screws). 
 
Installation (See Figure 1 & 2) 
Installation shall commence with the fixing of the track to the floor and the ceiling. 
Studs be fixed to existing wall as a wall starter. The Lafarge Ridgeback Studs are 
then installed vertically at maximum 600mm centres. The 12mm/15mm thickness 
tapered edge Jumbo® Plasterboards are then held in place by means of 25mm 
drywall screws which are driven through the Jumbo® Plasterboard and into the 
Lafarge Ridgeback Studs at maximum spacing of 220mm between screws. 
The Jumbo® Plasterboards are held in place at the base by the skirting and fixed to 
the steel framework with 25mm drywall screws. Where the Jumbo® Drywall partition 
is being installed beneath a plastered ceiling, Lafarge Galvanised Drywall Track is 
fixed to the ceiling. Jointing Jumbo® Plasterboards tapered edge points to be 
finished with fibretape and jointing compound. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
Wall Finishes 
Walls should be primed with a suitable primer and then painted with a colour to suite. 
 
Doors 
All doors must comply with General Specification for Drywall Partitions. 
 
 
Jumbo® 30-Minute Fire Rated Drywall System 
Install Jumbo® 30-minute (89mm) Fire Rated drywall partition system as 
manufactured and supplied by Lafarge Gypsum. Installation is to be carried out 
according to Manufactures specifications or as per the SABISA General Guide Lines 
for Partitioning Systems and lightweight walls. 
 
Jumbo® 60-minute Fire Rated Drywall System 
Install Jumbo® 60-minute Fire Rated drywall partition system as manufactured and 
supplied by Lafarge Gypsum. Installation is to be carried out according to 
Manufactures specifications or as per the SABISA 
 
General Guide Lines for Partitioning Systems and lightweight walls. 
Special attention should be given to the glazing and door details to ensure 
the compliance to the fire regulation, if required. 2-Hour Fire Rated Partition walls are 
possible - Please contact our technical staff. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
  
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 



 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 



 


