
DRAWING NO.

NOTES

To be read in conjunction with the

project specifications

Brick wall abutment - REV 1

BRICK WALL ABUTMENT

JUMBO MoistureWALL 63/118

BRICK WALL

5mm Gap between wall and

edge of the board filled with

good quality non-hardening

silicone sealant

JUMBO

â
 Drywall Track 64mm

Fixed to soffit and floor with

one line of fixings spaced at

450mm centers

63mm JUMBO

â
 Drywall Steel

stud fixed to brick wall

using one line of fixings

spaced at 450mm centers

Front side requires 15mm JUMBO

â
 Fire Resistant Plasterboard

fixed to JUMBO

â
 Drywall Steel Stud using

25mm JUMBO

â
 Drywall screws at maximum 220mm centers.

Opposite side requires 12mm JUMBO

â
 Moisture Resistant

Plasterboard fixed to JUMBO

â
 Drywall Steel Stud using

25mm JUMBO

â
 Drywall screws at maximum 220mm centers.

All joints to be staggered. The joints taped over and flushed over

with JUMBO

â
 Jointing Plaster prepared for painting.

63mm JUMBO

â
 SoundTherm

inserted between Studs

12mm JUMBO

â
 Moisture

Resistant Plasterboards

15mm JUMBO

â
 Fire

Resistant Plasterboards

Details to be used for information purposes only.
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